IMPORTANT: DO NOT OPERATE THE POWER TWIN Il BEFORE READING
INSTRUCTIONS FOR USE

POWER TWIN Il 12 VOLT STABILIZER

THE PRIMARY PURPQSE oF YOuR POWER TWIN It IS TO PROVIDE ROCK

SOLID STABILIZATION FOR MAXIMUM COMFORT WHILE USING YOUR RV IN A PARKED POSITION. TO
OBTAIN THIS DESIRED END RESULT AND ELIMINATE THE POSSIBILTY OF DAMAGE TO YOUR RV OR
THE POWER TWIN Ii, IT IS VERY IMPORTANT TO FOLLOW THESE STEP BY STEP INSTUCTIONS.

THE POWER TWIN Il WILL ASSIST YOU IN FINAL LIFTING & LEVELING, BASED ON GRAPH #1, WHICH
SHOWS LBS OF LIFT IN RELATION TO THE GROUND CLEARANCE FROM THE BOTTOM OF THE
FRAME.

BY MEASURING THE GROUND CLEARANCE ON YOUR RV YOU CAN DETERMINE THE MAXIMUM
AMOUNT OF LIFT YOUR POWER TWIN Il WILL PROVIDE FOR FINAL LEVELING.

NOTE: THE LBS OF LIFT INCREASES AS THE DISTANCE, FROM GROUND TO
FRAME, INCREASES. (SEE CHART #1 ON REVERSE SIDE)

CAUTION: D T LIFT THE RV BY OVER EXTENDING THE POWER TWIN |i LEGS.
THIS COULD RESULT IN RV DOOR RACKING OR DAMAGE TO THE RV FRAME OR

POWER TWIN Il
! SAFETY AND DAMAGE WARNING !

CAUTION: ALWAYS FOLLOW "THESE INSTRUCTIONS FOR ljSE" TO PREVENT
DAMAGE TO YOUR RV AND TO PREVENT PERSONAL INJURY.

IF ULTRA-FAB PRODUCTS - 57985 State Rd 19 South - Elkhart, in 46517
PH:574-294-7571 FAX: 574-294-4980
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.[PART NO.

DESCRIPTION

_ ITEM N

39-841649

MAIN CHANNEL

39-841647

MOUNTING PLATE

39-841636

JACK SCREW

17-741051

COLLAR

39-143463

BEARING

17-741064

PIN

39-741606

NUT

39-841653

LEG

O (00 |IN[Oos |On | (O [N |[—

17-113402

WASHER

39-841655

SPACER

39-114006

PLASTIC WASHER

39-841652

RETAINING PLATE

39-841632

ARM

39-841654

FOOT PAD

Ultra-Fab Products Inc.
POWERTWIN 2

39-841700

5/15/03

CONN. BRACKET
39-841642




POWER TWIN Il EMERGENCY HANDLE USAGE

SLOTTED
DRIVE

COLLAR

MOTOR MOUNTING HOLES

el REMOVE 4 BOLTS AND MOTOR TO
USE EMERGENCY CRANK)

FIG. #1 MOTOR MOUNT PLATE
(WITH MOTOR REMOVED)

FIG. #2 EMERGENCY HANDLE

TO USE THE EMERGENCY HANDLE FIRST REMOVE THE 4 BOLTS HOLDING THE MOTOR IN PLACE.(FIG. #1)
NEXT PLACE THE PINNED COLLAR DRIVE ON THE HANDLE(FIG.#1) OVER THE SLOTTED COLLAR(FIG.#2)
AND TURN THE CRANK THE APPROPRIATE DIRECTION TO EITHER EXTEND THE POWER TWIN Il OR
RETRACTIT.






